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CONSTRUCTION DETAILS | / NUTES: \ :
A. ABANDON EXISTING LOOP DETECTOR. I /// 1. FINAL GEOMETRICS AND GRADE SHALL BE CONFIRMED PRIOR TO
B. FURNISH AND INSTALL MICRO-LOOP PROBE SET WITH 500’ LEAD-IN. ; J THE INSTALLATION OF SIGNAL EQUIPMENT.
C. FURNISH AND INSTALL 1" GALVANIZED STEEL ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE). g ! p
U e aa | T R R i R
E. USE EXISTING HANDHOLE. .
F. FURNISH AND .INSTALL 3” P.V.C. (SCHEDULE 80) ELECTRICAL CONDUIT (TRENCHED). q /
G. REMOVE EXISTING CONTROLLER AND BASE MOUNTED CABINET E< /// 3. REFER TO DRAWING TP 5 FOR PAVEMENT MARKING DETAILS.
H. FURNISH AND INSTALL3g" SPAN WIRE AND CABLE.
I. REMOVE EXISTING HANDEIOLE. - 0 // 4. ALL PRESENT LOOP DETECTORS SHALL REMAIN OPERATIONAL DURING ALL
5 CAP AND ABANDON EXISTING CONDUILT. mm / Y PHASES OF CONSTRUCTION UNTIL NEW LOOPS ARE IN PLACE AND CUT OVER
K. FURNISH AND INSTALL ELECTRICAL HANDHOLE. D J IF POSSIBLE OR AS DIRECTED BY THE ENGINEER. RIGHT OF WAY
L. INSTALL 3” WEATHER HEAD. A
M. REMOVE SIGNAL POLE. MAST ARM AND SIGNAL EQUIPMENT. AND SIGNAL FOUNDATION. Q o- 5. REWIRE THE CONTROLLER AS NEEDED.
N. FURNISH AND INSTALL 27’ STEEL POLE WITH 70’ MAST ARM, 20’ STREET LIGHTING ARM.,250 WATT H.P.S. LUMINAIRE. Z ;
CONCRETE FOUNDATIGON AND 3“ WEATHER HEAD (NOTE: 1-3”, 90 DEGREE P.V.C. BEND). q 6. “ALL UNDERGROUND, AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
NOTE: LEAVE ENOUGHT EXTRA CABLE SO THAT DURING PHASE 3 THE CONTRACTOR CAN SLIDE THE -, K SCHEMATIC ONLY., AND MAY NOT TO BE COMPLETE. THE CONTRACTOR
SIGNAL HEADS FOR THAT PHASE. SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION
0. FURNISH AND INSTALL 27’ STEEL POLE WITH 70’ MAST ARM (NOTE: 2-3“,AND 1-2“ S0 DEGREE P.V.C. BEND). SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIFLD. IF THE CONTRACTOR
P. FURNISH AND INSTALL ELECTRICAL HANDHOLE ODVER EXISTING CONDUIT. PERCEIVES THAT A CONFLICT BETWEEN UTILITIES. AND THE TRAFFIC SIGNAL
Q. SPLICE EXISTING LOOP DETECTOR TO NEW 2—-CONDUCTOR (ALUMINUM SHIELDED) CABLE. WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER PHASE |
R. INSTALL PAVEMENT MARKING ARROW. IMMEDTATELY SO THE CONFLLICT MAY BE RESOLVED.”
S. FURNISH AND INSTALL 6‘ x 30’ LOOP DETECTOR, ENCASED IN !+ FLEXIBLE TUBING (3—-6—3 TURNS) QUADRUPOLE TYPE. TEMPORARY TRAFFIC SIGNAL SS-7
T. FURNISH AND INSTALL 2“ SCHEDULE 80 P.V.C. RIGID ELECTRICAL CONDUIT — TRENCHED. 7
U. FURNISH AND INSTALL 4“ SCHEDULE 80 P.V.C. RIGID FLECTRICAL CONDUIT — TRENCHED. | EVISIONS APPROVALS
V. INSTALL EIGHT-PHASE (FULLY ACTUATED) CONTROLLER AND CABINET — BASE MOUNTED. v P MARYLAND DOT - STATE HICHWAY ADMINISTRATION
W. PROPOSED OVERHEAD SERVICE. \ / u
X. DISCONNECT EXISTING OVERHEAD SERVICE. | Office of Trafflc & Safe
INSTALL 1” LIQUID-TIGHT FLEXIBLE NON-METALLIC FLECTRICAL CONDUIT (DETECTOR WIRE SLEEVE) GEQMETRIC LEGE l | | | | ASST. TRAREIC ENGINEERNG DESI DIVISION y
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